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Overview
The following operation, service and repair manual has been designed 
to give the operator/user a full understanding of the operational aspects 
of the hose and cable reels as well as being a supplement to our factory 
service and maintenance training course.

The basic principle of each reel is the same and the repair or service is 
carried out in the same manner from one model to the next, however 
certain models require higher levels of technical knowledge. These reels 
are listed separately and so are their respective parts breakdown.
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Models covered by this manual - C Series 

This manual covers the C Series hose reels. Variations of each model may not be 
specifi cally listed such as stainless steel versions or a fully optioned reel, however, the 
procedures remain virtually the same throughout the range for making repairs and 
service work as well as installation.

If you feel that the information does not refl ect your specifi c hose reel please contact our 
customer service department for clarifi cation.
 
• C Series Hand Crank hose reels - ‘C’ models, ‘CH’ models

• C Series with 12VDC motor - ‘E’ models, ‘EH’ models

• C Series with 24VDC motor - ‘EA’ models ‘EAH’ models

• C Series with Pneumatic motor - ‘A’ models, ‘AH’ models

• C Series with Hydraulic motor - ‘H’ models, ‘HH’ models

ReCoila® reserves the right to make changes to design and construction in line with 
ongoing product development without notifi cation.
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About Us
ReCoila® is a wholly Australian owned company with a manufacturing facility in the 
industrial precinct of Kings Park situated in the western region of Sydney.

ReCoila® has been manufacturing quality hose reels for some 30 years, servicing both 
domestic and international markets. 

Our range of reels includes composite spring rewind hose and cable reels, fabricated 
steel reels in powder coated fi nish, stainless steel and aluminium with hand crank, and 
motorised versions.

ReCoila® as a manufacturer, offers an extensive range of Australian made hose, cord 
and cable reels, this range is supplemented with selected products from renowned 
quality manufacturers in the USA and Europe to bring you the most comprehensive range 
of hose, cord and cables reels.

Our stringent in-house testing ensures all products meet the quality that you expect 
from ReCoila®, whether it be an Australian made reel or manufactured elsewhere and 
distributed by us. Our aim has always been to design and manufacture the best reels 
available at a cost effective price.

We continue to lead the way in design, innovative ideas, functionality and reliability of 
our products and utilise state of the art manufacturing methods, setting the standards for 
others to follow.

ReCoila® is committed to continued quality and engineering excellence balanced with 
price competitiveness to supply users with the best reels available.

Hence we proudly say

“Engineered Confi dence” 
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CE Declaration of Conformity

We,

Strata Group (Aust) Pty Ltd
Unit 1/10 Melissa Place
Kings Park NSW 2148
Australia
Phone: (61) 2 9621 8988
Fax: (61) 2 9621 7688

Declare under our sole responsibility that the product ReCoila® Spring rewind hose cord 
and cable reels, to which this declaration relates, is in conformity with the following 
documents.

Strata design specifi cations and acceptance criteria following the provision of 98/37EC 
(Machinery Directive).

The technical construction fi le is maintained at the following addresses:

1.     2.

Strata Group (Aust) Pty Ltd   Reelcare 

Unit 1/10 Melissa Place   Unit L Tyson Courtyard

Kings Park     Weldon South Industrial Estate

NSW 2148    Corby Northamptonshire NN18 8AZ

Australia     United Kingdom

Phone: (61) 2 9621 8988   Phone: (44) 1536 407001

Fax: (61) 2 9621 7688   Fax:      (44) 1536 261491
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Listing of Precautions Symbols 
Means Warning! Watch out! There are possible hazards 
with this procedure! Possible hazards are shown by this warning 
symbol.

Means Warning! Moving parts. Keep away from moving parts and 
pinch points.

Means Warning! Item under tension. This area contains a tensioned 
spring or a pre loaded component.

Means Warning! Never let the hose or cable rewind uncontrolled. You 
must be mindful of your surroundings and those within it. Uncontrolled 
rewinds are extremely dangerous.

Means qualifi ed trades person or those that are authorised and 
trained with a full working knowledge of the service or repair task 
being carried out, possible hazards. Means electrical connections are 
present be careful, ensure the item is isolated before service.  

Means, this area and or item is pressurized. Show extreme caution, 
even low pressure systems can be extremely dangerous.

Means do not exceed designed maximum working pressure.

Means check to ensure you are wearing and have on hand, all 
appropriate personal safety items as well as those that may be in or 
entering the work zone.

Means, consult the service centre or become trained and read 
the service manual. Additional training may be required to ensure 
you are familiar with your local authorities’ rules and regulations on 
compressed gases and liquids, correct and safe hose management.
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Strata Group (Aust) Pty Ltd’s Quality Statement
All ReCoila® Self-Retracting hose and cable reels are built with quality in mind. Our in-
house quality system requires us to check raw materials and sub-contracted components 
to ensure they meet the standard of engineering we require in order to offer the best 
possible product on the market. 

During the four stages of manufacturing each sub-assembly is checked to ensure 
functionality and dimensional correctness. Specifi c components such as swivels and slip-
rings are checked at the sub-assembly stage and during fi nal assembly to ensure they 
pass low pressure and high pressure tests. Slip-rings are checked for electrical continuity 
and earth leakage.

A fi nal assembly check is carried out before packing to ensure the reel retracts correctly 
and the locking system is functioning correctly. 

Our in-house quality system is backed by our warranty should undetected or unforeseen 
failures occur.
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Terms and Conditions of Warranty

The one year Limited Warranty Statement
Strata Group (Aust) Pty Ltd affi rms its product confi dence with the following warranty.

All products manufactured by Strata Group (Aust) Pty Ltd are warranted to be free of 
defects in material and workmanship for Twelve (12) months from the date of invoice.

Strata Group (Aust) Pty Ltd’s liability shall be limited to repair or replacement of defective 
material within the warranty period when returned freight paid to its plant or service 
depot designated by Strata Group (Aust) Pty Ltd. 

Our goods come with guarantees that cannot be excluded under the Australian 
Consumer Law. You are entitled to a replacement or refund for a major failure and 
compensation for any other reasonably foreseeable loss or damage. You are also 
entitled to have the goods repaired or replaced if the goods fail to be of acceptable 
quality and the failure does not amount to a major failure.

The warranty does not cover damage caused by accident, misuse, use in applications 
other than for which the reel was designed, abuse or faulty installation or normal wear 
and tear. Strata Group (Aust) Pty Ltd products must be installed and maintained in 
compliance with the manual of instructions furnished with each reel. 

The Warranty does not include the following:

Hose -  these are warranted by the respective hose manufacturers.

O-rings - are limited to three (3) months.
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Procedure for Making Warranty Claims

Reels sold in Australia
Should you consider that the failure of the item is subject to warranty please follow the 
listed procedures.

R.G.A. (Returned Goods Authority)
You are required to obtain an R.G.A. This can be obtained by phoning the Strata Group 
(Aust) Pty Ltd sales desk. Providing suffi cient information is given an R.G.A. will be issued. 
The number must be clearly marked on the item. Goods returned without an R.G.A. will 
not be accepted from the carrier and will be returned by the same.

Proof of date of sale/purchase
Proof of sale or of purchase is required and you need to send proof of date of sale or 
purchase with the item in question. Copies of invoices or sales dockets are considered 

suffi cient proof.

Full and complete contact details
Your complete contact details must be included with the item in question.

Freight and method of return
The items are to be returned to the place of purchase, freight paid. Strata Group (Aust) 
Pty Ltd will pay for freight from the place of purchase to its nominated plant or service 
centre. No goods will be accepted at these nominated places, receiver to pay.

Providing that the item being returned is considered to be under warranty and our 
technicians confi rm this on inspection, Strata Group (Aust) Pty Ltd will make the necessary 
repairs and return the item free of charge.

If the item is found to be faulty due to a non warrantable fault the item will be quoted 
for repair and freight will be charged both ways unless the customer has nominated their 
own freighter, then freight will be charged for the initial return to us.

Goods not found to be faulty under warranty, please refer to service and repair terms 
and conditions.

Countries outside of Australia refer to your nearest distributor or the place of purchase.
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Procedure for Returning Items for Service or Repair
For reels sold within Australia
The following procedure covers items being returned for service or repair not coverd by 
warranty.

R.G.A. (Returned Goods Authority)
You are required to obtain an R.G.A. This can be obtained by phoning Strata Group(Aust) 
Pty Ltd sales desk. Providing suffi cient information is provided by you, an R.G.A. will be 
issued. The number must be clearly marked on the item. Goods returned without an 
R.G.A. will not be accepted from the carrier and will be returned by the same.

Customer order number
You are required to supply an offi cial purchase order number for the repair which is 
to be returned with the item or faxed through to the service centre. For non account 
customers (such as an end-user) returning goods, you will be required to confi rm some 
type of payment method such as credit card. Items returned without an accompanying 
purchase order or confi rmed method of payment will not be quoted until such time that 
these details have been received. 

Full and complete contact details 
Your complete contact details must be included with the item in question.

Freight and method of returned 
The items are to be shipped to a Strata Group (Aust) Pty Ltd nominated plant or service 
centre. No goods will be accepted at these nominated places with receiver to pay unless 
prior arrangement has been made to ship the item on Strata Group (Aust) Pty Ltd freight 
account whereby you will be invoiced freight cost at the going rate.

Quotation for the repair
The items returned will be quoted for the cost of the repair and a copy will be faxed 
through to the customer for approval. The customer has seven days to confi rm the repair.

If confi rmation is not received within seven days the item will be returned by the 
nominated freight company or on Strata Group (Aust) Pty Ltd freight and a minimum 
service quotation fee will be charged. This quotation fee is $30.00 plus any freight costs.

Sale or disposal of unclaimed/non confi rmed items
For items sent for warranty or repair that have not been collected or confi rmed to be 
repaired or sent in without full customer details after a period of three months of receipt 
Strata Group (Aust) Pty Ltd reserves the right to dispose of, or sell any such items to recoup 
any costs, no claim against Strata Group (Aust) Pty Ltd will be recognised.

For reels purchased outside of Australia refer to your nearest distributor or the place of 
purchase.
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Pre-inspection
• Check the reel for shipping damages.

• Ensure all parts are supplied as ordered.

• Record the Model Number and Serial Number for future reference.

• Complete the warranty registration form contained within this manual and return to 
ReCoila® affi rming your year warranty period.

• We recommend that your check and re-lubricate bearing and moving parts as 
described in the maintenance section to ensure smooth reliable operation.  

Installation section
Mounting

• Ensure the mounting surface is fl at and rigid to prevent twisting the frame and causing 
the reel to bind during operation.

• The reel is fastened down through the four bolt holes in the bottom plate, measure the 
pitch and drill your mounting frame accordingly. 

• The minimum fastener requirement is M10 nuts, bolts and washers, however you should 
evaluate the working load and operation of your installation to ensure the correct size 
and strength fastener is being used.

• Tighten the reel down and check that the spool rotates evenly without binding. 
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Connection of the Inlet and Main Hose/s - Fig 1 & Fig 2

• A fl exible connection between the reel and the source of supply (Fig 1) is required 
to prevent possible misalignment and binding. Non fl exible connections will void the 
warranty. The pressure rating of the inlet hose must be equal to or greater than the 
rating of the reel.

• Always check with your local authorities for appropriate rules and regulations for safe 
use and handling of compressed gases, liquids and fuel gases. 

• Using the appropriate approved hose and fi ttings, connect the supply line to the inlet 
connection of the reel. 

• Ensure you use thread sealants where applicable and permitted. 

• Never over-tighten or under-tighten fi ttings. 

• Once connection has been made to the inlet of the reel ensure you make or fi t a 
connection to the outlet of the reel (Fig 2) then turn the supply valve on slowly and 
check for leaks.

• It is recommended that the hose be wound on fully charged, this will help in 
preventing fl attening of the hose during rewind, ensuring maximum fl ow rates and 
least spool damage. 

Fig 1

Fig 2

You may need to 
remove one wrap 
spreader to fi t the 
main supply hose. 


